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MECHANICAL KEY NOTES:

MECHANICAL GENERAL NOTES:

18x30 EA
FROM
BELOW

8x12 RA
FROM
BELOW

34x16 SA DOWN

24x12 RA
FROM BELOW

REMOVE EXHAUST FAN, LOUVERED ROOF HOOD, AND ALL ASSOCIATED SUPPORTS

AND CONTROLS.

REMOVE GLYCOL SYSTEM PUMP, MIXING TANK, PIPING, SUPPORTS AND CONTROLS.

SMOKE EXHAUST FAN AND ROOF HOOD TO REMAIN.

REMOVE 13x19 RA FROM BELOW, AND PATCH REMAINING OPENING TO MATCH

EXISTING AND MAINTAIN FIRE RATING.

REMOVE RETURN AIR PLENUM, GLYCOL PIPING AND COIL.  REMOVE ROOF

MOUNTED FAN.

REMOVE AHU, GLYCOL PIPING, CHILLED WATER PIPING, STEAM AND CONDENSATE

PIPING, HUMIDIFIER PIPING, AND ALL SUPPORTS AND CONTROLS.

FLOOR DRAIN.  REFER TO PLUMBING PLANS.

37x37 EXHAUST AIR UP THROUGH ROOF TO FAN.  REMOVE DUCT, SUPPORTS, FAN

AND CONTROLS.
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FD
FD

FD FD

FD

FD

FD

FD

16x30 SA DOWN
6x12 RA
FROM
BELOW

4x10 RA
FROM
BELOW

24x12 RA
FROM BELOW

20x38 SA
DOWN

OA

OA
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REMOVE PNEUMATIC
DAMPER AND TUBING

EXISTING 82x72 LOUVER TO BE REMOVED AND
REUSED.  CONTRACTOR TO BE RESPONSIBLE
FOR ANY DAMAGE AND SHALL REPAIR OR
REPLACE LOUVER AS NEEDED.

REMOVE PNEUMATIC
DAMPER AND TUBING

EXISTING 82x72 LOUVER TO BE
REMOVED AND REUSED.
CONTRACTOR TO BE RESPONSIBLE
FOR ANY DAMAGE AND SHALL REPAIR
OR REPLACE LOUVER AS NEEDED.

30x16 SA

10x4 RA

12x6 RA

3" LPS (20 PSI)

GWS/R
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PIPE RISERS FROM
BELOW TO REMAIN
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GWS/R

3" LPS (20 PSI)
2" CHWR

2" CHWS

REMOVE 1-1/4"LPR
THRU FLOOR

GWS/R

2" CHWR
2" CHWS

REMOVE 1-1/4"
LPR THRU FLOOR

24x14 RA

24x14 RA 24x14 RA

OA

REMOVE PNEUMATIC
DAMPER AND TUBING

EXISTING 82x72 LOUVER TO BE
REMOVED AND REUSED.

CONTRACTOR TO BE RESPONSIBLE
FOR ANY DAMAGE AND SHALL REPAIR

OR REPLACE LOUVER AS NEEDED.

CHWR
CHWS

REMOVE 1-1/4"LPR
THRU FLOOR

24x14 RA,
UNDER AHU

GWS/R

26x26 SA

24x14 RA

24x12 RA

FD

20x8 RA FROM BELOW

GWS/R

12x6 RA

2
0
x
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16x12 DOWN

FD

1. ALL REMAINING OPENINGS IN THE WALLS OR ROOF SHALL BE PATCHED TO

MATCH EXISTING CONSTRUCTION AND BE SEALED WATERTIGHT.

2. FILL IN ALL EXISTING SLAB OPENINGS WITH CONCRETE TO MATCH EXISTING

CONSTRUCTION.

3. REMOVE ALL DUCTWORK INDICATED TO BE REMOVED INCLUDING ALL

SUPPORTS, BRANCH DUCTS NOT SHOWN, AND ASSOCIATED CONTROLS.

4. REMOVE ALL EXISTING ABANDONED DUCTWORK, PIPING, AND CONDUIT FOUND

DURING DEMOLITION.
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5" LPS RISER FROM BELOW

3" CHWS/R RISERS FROM BELOW
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BUILDING 9 -
SECOND FLOOR RENOVATION

542-13-105

SPL SPL

1400 Blackhorse Hill Road
Coatesville, PA 19320

HD103

ATTIC DEMOLITION PLAN - HVAC

05 / 12 / 14 12583
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ATTIC DEMOLITION PLAN - HVAC


